
5000 WATTS
XD SERIES
Diesel Portable Generator 

Ideal for Jobsites and Agricultural Applications



SERIES

SPECIFICATIONS

XD5000E DIESEL
PORTABLE GENERATOR

Model 6864

Running Watts 5000

Starting Watts 5500

Engine Size 435cc

Engine Type Yanmar

Low-oil Shutdown Yes

Starting Method Electric

Outlets
(4)120V 20A GFCI 

(1) (1)120V 30A Twist Lock 
(1)120/240 20A Twist Lock

Fuel Tank Size 12.4 Gal.

Run Time at 50% 32.4 Hours

Hour Meter Yes

Emissions Certification EPA Tier 4

Warranty 2-Year Limited Warranty

Dimensions (L" x W" x H") 33" x 22.5" 25.6"

Product Weight 247

All portable specifications and models subject to change. Please consult factory for availability.
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Generac’s diesel portable generator is 

attracting greater attention due to its high 

efficiency, cost effective engine. This diesel 

powered portable generator featuring True 

Power™ Technology, provides less than 

5% total harmonic distortion for clean, 

smooth operation of sensitive electronics, 

tools and appliances; ideal for jobsites and 

agricultural applications. 

Premium features that make it ideal for day 

long events are the integrated lifting eye 

for easy transport and security, idle control 

to conserve fuel and reduce noise and 

large steel fuel tank that provides a long 

run-time of 32.4 hours @ 50% load. 

Portability Kit Sold Separately
(Handle, wheels and front foot)

FEATURES AND BENEFITS

INTEGRATED LIFTING EYE 
allows for easy transport and  
security on the jobsite

12 GALLON FUEL TANK 
provides a long run-time of 
32.4 hours @ 50% load 

YANMAR LW SERIES 435CC 
air-cooled direct injection,  
industrial-grade diesel engine

1-¼" STEEL CRADLE 
for added durability  
and strength

CONTROL PANEL FEATURES

HOUR METER 
tracks maintenance  
intervals

SINGLE TOUCH  
ELECTRIC START 
for easy start-up  
(battery not included)

120V OR  
120/240V 
voltage selector 


