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INTRODUCTION

Before servicing this machine, make sure the engine start switch is turned to off “O”, the emergency stop switch is 
closed (pushed in), and the negative (-) terminal on battery is disconnected. Attach a “DO NOT START” sign to the 
control panel. This will notify everyone that the unit is being serviced and will reduce the chance of someone 
inadvertently trying to start the unit.

WARNING
Before operating or servicing this equipment, read and understand the Magnum 

Operating Manual which was included with the unit when shipped from the factory. 
Failure to do so increases the risk of injury to yourself or others.

MAGNUM POWER PRODUCTS LLC
215 Power Drive • Berlin, WI 54923

U.S.A.
Phone: 920-361-4442

FAX: 920-361-4416
Toll Free: 1-800-926-9768

www.m-p-llc.com

For technical or parts QUESTIONS, please contact the Magnum Power Products LLC Customer 
Support or Technical Support team at 1-800-926-9768. Please have your serial number available.

To ORDER SERVICE PARTS, please contact the dealer from which you purchased the unit, or call 
Magnum Power Products LLC to locate a dealer in your area.

Engine Make:__________________________________________

Engine Serial Number:___________________________________

Engine Model Number: __________________________________

Pump Make:___________________________________________

Pump Model Number: ___________________________________

Pump Serial Number: ___________________________________

Unit Model Number:_____________________________________

Unit Serial Number: _____________________________________

WARNING
CALIFORNIA PROPOSITION 65 WARNING:

Diesel engine exhaust and some of its constituents are known to the state of California 
to cause cancer, birth defects and other reproductive harm.
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UNIT DECALS - LEFT SIDE

Note:  All safety and operating decals shown above are located on decal sheet 49532, unless otherwise noted.

www m-p-llc com

Magnum logo w/ red stripe
Part Number 11174

Magnum logo w/ web
Part Number 11275

1. Read operator's manual.
2. Use hitch rated for trailer's "gross vehicle weight 
    rating".
3. Securely attach trailer to tow vehicle.
4. Attach safety chains using a cross pattern.
5. Attach breakdown chain to vehicle.
6. Check trailer lights.

TOWING INSTRUCTIONS INSTRUCCIONES DE REMOLQUE
1. Lea el manual del operario.
2. Utilice un acople correctamente clasificado para la
    "clase de peso bruto"  del vehiculo de remolque.
3. Asegurese de acoplar correctamente el remolque al
    vehiculo de remolque.
4. Fije en cruz las cadenas de seguridad.
5. Fije en el vehiculo de remolque la cadena de 
    desprendimiento.
6. Controle las luces del remolque.

ABSCHLEPPINSTRUKTIONEN
1. Lire la notice d’emploi.
2. Utiliser un crochet d’attelage conforme au debit nominal 
    du poids brut de vehicule du vehicule tracteur.
3. Attacher la remorque fermement au vehicule tracteur.
4. Attacher les chaines de surete en utilisant une methode
    croisee.
5. Attacher la chaine de remorquage au vehicule.
6. Verifier les lampes de la remorque.

INSTRUCTIONS DE REMORQUAGE

1. Betriebsvorschrift lesen.
2. Anhängevorrichtung verwenden, die der
    gesamtbetriebsgewichtsklasse entspricht.
3. Anhänger sicher am zugfahrzeug befestigen.
4. Sicherheitsketten kreuzweise anbringen.
5. Abreisskette am fahrzeug anbringen.
6. Anhängerleuchten prüfen.

PN: 49418
Decal, Magnum “M”

WARNING

WARNUNG
ADVERTENCIA
AVERTISSEMENT

WARNING

ADVERTENCIA
AVERTISSEMENT

WARNUNG

WARNUNG

AVERTISSEMENT

WARNING

ADVERTENCIA

SUCTION

WARNING

WARNUNG

ADVERTENCIA

AVERTISSEMENT

Open fill cap slowly!
Pressurized liquid in pump can cause burns or severe injury!

1. Allow pump to cool if overheated.
2. If pressurized vent pump slowly at casing drain.
3. Read operator’s manual before restarting.

This pump is designed for use only with water containing suspended solids. Do not operate in 
an explosive environment. Do not attempt

Use with volatile, corrosive or flammable materials or liquids.
Damage to the pump or severe bodily damage may occur.

Ouvrir lentement le bouchon du tuyau de remplissage!
Le liquide  pressurisé dans la pompe peut provoquer des brûlures ou

des blessures graves!

1. Laisser la pompe refroidir si elle est surchauffée.
2. Si le liquide est préssurisé, vider lentement la pompe par la vidange du carter.
3. Lire le manuel d'utilisation avant la remise en service.

Cette pompe est conçue pour être utilisée uniquement avec de l'eau
contenant des matières solides en suspension. Ne pas faire fonctionner

La pompe dans un environnement explosif. Ne pas l'utiliser avec des
matériaux ou des liquides volatiles, corrosifs ou inflammables. La pompe risque d'être

endommagée et de provoquer des blessures graves.

¡Abra lentamente el tapón del depósito!
¡El líquido presurizado de la bomba puede causar

quemaduras o lesiones graves!

1. Permita que la bomba se enfríe si está sobrecalentada.
2. Si está presurizada, ventile lentamente la bomba usando el desagüe de la cubierta.
3. Lea el manual del operador antes de volver a ponerla en marcha.

Esta bomba está diseñada para usarla sólo con agua que contenga sólidos en suspensión. No la haga 
funcionar en un ambiente explosivo. No intente usarla con materiales o líquidos volátiles, 
corrosivos o inflamables. Puede causar daños a la bomba o lesiones corporales graves.    

Füllkappe langsam öffnen!
Flüssigkeit in der pumpe steht unter druck und kann verbrennungen

oder schweren verletzungen verursachen!

1. Bei überhitzung pumpe abkühlen lassen.
2. Bei druckaufbau pumpe langsam am rohraustritt entlü ften. 
3. Vor dem erneuten anlassen gebrauschsanweisng beachten.

Diese pumpe ist nur zum pumpen von wasser mit schwebstoffen gedacht.
Bei explosionsgefahr nicht einsetzen.  Nicht für flüchtige, korrodierende oder

entflammbare materialien oder flüssigkeiten verwenden.  Dies kahn zur
beschädigung der pumpe und zu schweren körperverletzungen führen.

DANGER

GEFAHR

PELIGRO

DANGER

Rotating impeller blade hazard. Do not operate 
without fittings. Disconnect battery before 
servicing.

Peligro con las paletas de la rueda móvil. No
las haga funcionar sin las cubiertas de 
montaje. Desconecte la batería antes de darle 
mantenimiento.

Aubage se la roue rotatif. Ne pas faire
fonctionner sans les accessoires.  Déconnecter 
la batterie avant l’entretien.

Vorsicht, rotierendes pumpenrad. Nicht
ohne aufsätze betreiben. Vor der wartung 
atterieverbindung unterbrechen.  

Generateur puet demarrer 
automatiquement resultant en des
accidents de personne. Deconnecter
batterie avant tout entretien.

Generator can automatically start
which can cause serious injury.  
Disconnect battery before servicing.

Aggregat kann automatisch starten
und körperliche verletzung 
verursachen.  Vor servicearbeit
batterie abklemmen.

Generador puede arrancar
automaticamente y causar lesiones
personales. Desconecte la bateria
antes de prestar servicio.

WARNING

AVERTISSEMENT

WARNUNG

ADVERTENCIA

WARNUNG

AVERTISSEMENT

WARNING

ADVERTENCIA
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UNIT DECALS - RIGHT SIDE

Note:  All safety and operating decals shown above are located on decal sheet 49532, unless otherwise noted.

FUEL TANK 
DRAIN

www m-p-llc com

Magnum logo w/ red stripe
Part Number 11174

Magnum logo w/ web
Part Number 11275

 4. Deje que la bomba se cebe.    
 John Deere: Ajuste el caudal de la  
 bomba con interruptor de control de  
 velocidad. 
 Kubota: Ajuste el caudal de la bomba  
 con el estrangulador del motor. 

PUMP OPERATION
1. Level unit with all three jacks.
2. Attach intake and outlet hoses/piping.
3. Emergency stop off. Engine start   
 switch to “Start”.
4. Allow pump to prime. John Deere Engines:  
 Adjust pump output with speed control  
 switch. Kubota Engines: Adjust pump  
 output with engine throttle.

BEDIENUNG DER PUMPE
1. Gerät mit allen drei wagenstützen nivellieren.
2. Ansaug- und austrittsschläuche/-rohre   
  anschliessen.
3. Not-stopp ausschalten.  Motoranlasss  
  chalter au “Start” stellen. 
4. Pumpe vorfüllen lassen.  John Deere: Passen  
  Pumpenleistung mit Drehzahlregelung wechseln.  
 Kubota: Pumpmenge mit motordrossel 
 einstellen.  

FONCTIONNEMENT DE LA POMPE
1. Mettre la pompe à niveau avec les trois crics. 
2. Attacher les tuyauz/canalisations d’arrivée/   
 d’écoulement.
3. Désactiver l’arrêt d’urgence.  Mettre l’interrupteur
 de démarrage du moteur sur “Start” (démarrage).
4. Laisser la pompe s’amorcer. John Deere: Régler
 la pompe de sortie avec la commande de vitesse.   
 Kubota: Régler l’écoulement de la pompe   
 avec le papillon des gaz. 

      OPERACIÓN DE LA BOMBA
1. Nivele la unidad con los tres dispositives niveladores.
2. Conecte las mangueras/tuberías de entrada y salida.
3. Desconecte el freno de emergencia. Coloque el interruptor de
    arranque del motor en “Start” (arranque).

PUSH
PULL

To adjust the engine speed:
1. Loosen the locking ring on the
 throttle, located next to the
 mounting bracket, by turning
 counterclockwise.

2. Push and hold the center button on the throttle:
 • PULL the throttle out to INCREASE engine speed.  
 • PUSH the throttle in to DECREASE engine speed.

3. Fine engine speed adjustment can be made by turning
 the throttle clockwise or counter-clockwise.

4. Once the desired engine speed has been attained, lock the
 throttle by turning the locking ring clockwise. 

WARNING

WARNUNG
ADVERTENCIA
AVERTISSEMENT

WARNING

WARNUNG

AVERTISSEMENT

ADVERTENCIA

To adjust 
engine 

speed, use 
manual 
throttle 
control 
located 
on right 
side lift

structure.

WARNUNG

AVERTISSEMENT

WARNING

ADVERTENCIA

WARNUNG

AVERTISSEMENT

WARNING

ADVERTENCIA

Read and understand the supplied
operator’s manual before operating this
machine.  Failure to do so increases the
risk of injury to yourself or others.

Lire et comprendre la notice d’emploi
fournie avec la machine avant de la 
mettre en service.  A defaut. Vous 
augmenteriez le risque de vous exposer 
et les autres a des blessures.

Lea y entienda el manual de operacion
provisto con el equipo antes de que opere
este equipo.  De no hacerse asi. Podria 
aumentar el riesgo de daños personales 
y a otras personas.

Vor inbetriebnahme dieses gerätes beigefügte
betriebsvorschrift lesen und verstehen.  
Nichtbefolgung erhöht das risiko zu eigener 
verletzung oder anderer.

PN: 28695
Decal, Low/Ultra

Low Sulfur

LOW OR ULTRA 
LOW SULFUR 

FUEL ONLY
DIESEL DIESEL 

DANGER
GEFAHR
PELIGRO
DANGER

WARNUNG

AVERTISSEMENT

WARNING

ADVERTENCIA



CONTROL BOX ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 60303 4 Nut, .312-18 nylock, G2
2 60729 4 Washer, .375 fender 1.500/.090
3 60119 4 Washer, .312 flat .875/.070
4 62001 4 Screw, .312-18x1.250 std hex, G5 
5 33705 1 Controller, programmed - LOFA 750    
6 49494B 1 Bracket, control box mounting
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AIR FILTER ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 25496 1 Fitting, strt - .750MNPTx1.0 barb, brass 
2 34165B 1 Weldment, air intake tube
3 32037 1 Elbow, 90° - 2.5 ID molded rubber
4 19336 2 Clamp, hose - SAE 044 (2.31-3.25)
5 18663 2 Clamp, hose - SAE 060 (3.31-4.25)      
6 41050 1 Elbow, 45° - 3.0 ID molded rubber

 7 60303 2 Nut, .312-18 nylock, G2
8 32022B 1 Bracket, air filter

 9 60386 2 Washer, .375 flat .993/.064
10 60028 2 Screw, .312-18x1.0 std hex, G5
11 19277 1 Cap, dust ejector
12 22967 1 Filter, air
13 22874 1 Element, air filter
9



EXHAUST SYSTEM ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 41068R 1 Bracket, lift support
2 60386 8 Washer, .375 flat .993/.064  
3 60352 4 Screw, .375-16x1.25 std hex, G5
4 61028 2 Clamp, muffler - 2.50 in. lt duty
5 33590B 1 Pipe, exhaust 
6 41080B 1 Bracket, lift eye
7 60484 4 Screw, .500-13x2.0 std hex, G5
8 60309 8 Washer, .500 flat 1.060/.090

 9 60344 4 Nut, M10-1.25 hex, SS
10 60026 4 Washer, M10 split lock
11 33589B 1 Pipe, exhaust
12 25647B 1 Cap, rain 2.50 in
13 41132B 1 Pipe, exhaust - 90°, 2.50 OD
14 22670 1 Muffler, residential
15 60358 4 Nut, .375-16 nylock, G5
16 41082B 2 Bracket, muffler
17 41083B 2 Spacer, muffler
18 62221 4 Nut, .500-13 nylock, G5

 

11



COOLING SYSTEM ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 30494 1 Hose, lower radiator
2 60316 4 Clamp, hose - SAE 032 (1.56-2.50)       
3 30493 1 Hose, upper radiator
4 25917 1 Fitting, strt - .250NPTx.625 barb       
5 30942 1 Assembly, low coolant switch/harness  
6 41257  1 Radiator
7 19219 1 Cap, radiator pressure - 14 psi
8 41040R 1 Guard, rock
9 60028 12 Screw, .312-18x1.0 std hex, G5

10 60271 12 Washer, .312 split lock
11 60119 12 Washer, .312 flat .875/.070
12 60386 12 Washer, .375 flat .993/.064
13 60206 8 Washer, .375 split lock
14 60205 10 Screw, .375-16x1.0 std hex, G5
15 33527B 2 Strut, radiator support
16 60358 2 Nut, .375-16 nylock, G5
17 60388 2 Screw, .500-13x1.50 std hex, G5
18 60309 4 Washer, .500 flat 1.060/.090
19 33525B 2 Weldment, radiator mount
20 62221 2 Nut, .500-13 nylock, G5
21 63197 1 Fitting, strt - .375MNPT drain cock 
22 19714 1 Cap, overflow jug
23 41958 1 Jug, overflow - 3.5 qt
24 19726 1 Clamp, overflow jug
25 60414 1 Screw, .250-20x1.50 std hex, G5
26 60068 2 Rivet, .188 dia x .126 to .250 grip
27 60144 14 Nut, .250-20 nylock, G5
28 41206B 1 Bracket, overflow jug
29 60777 2 Clamp, hose - .312 fuel hose Crimp style
30 50018 3.5 ft Hose, fuel - .312 ID, 50 psi, SAE 30R7
31 60281 13 Screw, .250-20x.750 std hex, G5
32 60243 37 Washer, .250 flat .735/.060
33 30878B 1 Weldment, fan guard - right

 34 30877B   1 Weldment, fan guard - left
 35 41281B 2 Radiator shroud

36 16143 1 Clamp, tubing - .500
37 60393 2 Screw, .250-20x1.0 std hex, G5 
-- 31022 1 Assembly, radiator
13



ENGINE AND PUMP TO SKID ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 65686 1 Cable, battery - 24 in. 2GA, blk  3/8 in. lug  
2 32812 1 Cable, battery - 34 in. 2GA, red 3/8 in. lug 
3 41185 1 Battery pad - 6.00x10.00 in
4 60845 2 Screw, .312-18x7.0 std hex, G5
5 60119 4 Washer, .312 flat .875/.070
6 41055B 1 Bracket, battery tie-down
7 31016B 1 Weldment, battery bracket    
8 60352 2 Screw, .375-16x1.250 std hex, G5
9 60386 4 Washer, .375 flat .993/.064

10 60271 2 Washer, .312 split lock          
11 60303 2 Nut, .312-18 nylock, G2
12 62221 6 Nut, .500-13 nylock, G5  
13 60309 44 Washer, .500 flat 1.060/.090
14 60388 22 Screw, .500-13x1.50 std hex, G5
15 60358 10 Nut, .375-16 nylock, G5
16 14216 2 Clamp, hose - SAE 004 (.21-.62) mini   
17 50018 3 ft Hose, fuel - .312 ID, 50 psi, SAE 30R7
18 13278 1 Pump, fuel - Kubota electric D905    
19 60161 2 Nut, .250-20 sflg, G5 
20 33492B 1 Weldment, engine support channel - LH
21 33516B 1 Bracket, engine support - front
22 22788 4 Isolator, rubber - 350 lbs
23 33496B 1 Weldment, engine support
24 60668 20 Nut, .500-13 nylock, G8
25 33491B 1 Weldment, engine support channel - RH
26 63113 2 Screw, .625-11x1.0 std hex, G5 
27 60180 2 Washer, .625 flat 1.750/.10-.16      
28 31789B 1 Bracket, pump support
29 31791B 1 Bracket, pump support    
30 61094 4 Screw, .500-13x3.50 std hex, G8      
31 31790B 1 Bracket, pump support 
32 60479 2 Screw, .250-20x1.0 sflg hex, G5
33 60205 8 Screw, .375-16x1.0 std hex, G5
34 18085 4 Washer, .510 snub 2.0/.130
35 33370B 1 Weldment, pump support
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ENGINE ASSEMBLY - LEFT SIDE
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ITEM PART NO. QTY DESCRIPTION NOTES
 1 27223 1 Coolant outlet port - Kubota  

2 28979 1 Thermostat, Kubota Inside coolant outlet port
3 33253 1 Gasket, thermostat housing - Kubota Under coolant outlet port
4 49914 1 Engine, Kubota (V3600-E3B-KEA-3)
5 32742 1 Starter (V3600-E3B-KEA-3)
6 30950B 1 Bracket, heat shield 
7 61073 1 Fitting, strt - .125MNPTx.250MJIC brs         
8 60734 1 Fitting, 90° - .125MNPTx.125FNPT brs

 9 30242 1 Sender, oil - .125NPT (150 psi) LOFA
10 60735 1 Fitting, strt T - .125NPT brass
11 61033 1 Fitting, strt - .375FNPTxM18x1.50

  12 32743 1 Alternator (V3600-E3B-KEA-3)
13 32040 1 Sender, temperature - .375NPT 
17



ENGINE ASSEMBLY - RIGHT SIDE
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ITEM PART NO. QTY DESCRIPTION NOTES
1 49263B 1 Pump, trash - 6 in. Pioneer VP66S10L72-EG410
2 41192 1 Coupling rubber driver
3 41193 1 Coupling flywheel ring/rubber driver Set (items 2 & 4)
4 41191 1 Coupling flywheel ring
5 41194 1 Coupling hub
6 27472 1 Dipstick, Kubota (V3600-E3B-KEA-3)  
7 32745 1 Filter, fuel (V3600-E3B-KEA-3) 
8 27473 2 Cap, oil fill - Kubota 
9 49819B 2 Bracket, engine mount

10 60309 16 Washer, .500 flat 1.060/.090
11 60276 16 Washer, .500 split lock 
12 63186 8 Screw, .500-13x1.25 std hex, G5
13 63076 8 Screw, M12-1.25x30 std hex, G10.9
14 31035B 1 Weldment, engine mount - LH
15 61082 4 Screw, M8-1.25x20 std hex, G8.8
16 60029 4 Washer, M8 split lock
17 32783 1 Fan, Kubota V3600 pusher     
18 32741 1 Belt, fan (V3600-E3B-KEA-3)   
19 19467 1 Seal, M22
20 19307 1 Fitting, strt - .500FNPTxM22x1.50, brs
21 61040 1 Fitting, 45° - .500MNPTx.500FNPT, brs

    22 23816 1 Fitting, strt - .500MNPTx.375 barb, brs
23 60998 1 Fitting, 90° - .500MNPTx.500FNPT, brs       

 24 61030 1 Fitting, T - .500NPT, brass
25 60438 1 Fitting, pipe nipple - .500NPT x close
26 60985 1 Valve, ball .500NPTF pad-locking
27 61014 1 Fitting, 90° - .500MNPTx.625 barb, brs 
28 50201 1.33 ft Hose, .625 - 200 psi, class A 
29 63293 1 Fitting, 90° - .625 barb x .625 barb, blk nyl     
30 50201 1.25 ft Hose, .625 - 200 psi, class A    

  31 32788  1 Shutdown solenoid, Kubota 
32 32744 1 Filter, oil - Kubota

 33 31034B 1 Weldment, engine mount - RH
34 32043B 1 Bracket, rpm limiting screw
35 60284 1 Nut, .250-20 hex, G2
36 60143 1 Screw, .250-20x2.0 pan phil, G5 
37 60502 1 Fitting, strt - .500MNPTx.625 barb, brs    
38 61040 1 Fitting, 45° - .500MNPTx.500FNPT, brs
39 66785 1 Fitting, strt - .500FNPTxM16x1.50
40 60206 20 Washer, .375 split lock
41 60205 20 Screw, .375-16x1.0 std hex, G5
19



HOTSTART KIT OPTION
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ITEM PART NO. QTY DESCRIPTION NOTES
1 50201 2.16 ft Hose, .625, 200 psi, class A 
2 60365 4 Clamp, hose - SAE 010 (.56-1.06)
3 60502 1 Fitting, strt - .500MNPTx.625 barb, brs
4 61161 1 Fitting, bushing - .750MNPTx.500FNPT, brs 
5 24006 1 Fitting, strt - 1.0 MNPTx.750FNPT
6 25931 1 Fitting, strt - .375NPTx.625 barb        
7 60479 2 Screw, .250-20x1.0 sflg hex, G5  
8 32803B 1 Bracket, block heater 
9 60161 2 Nut, .250-20 sflg, G5

10 60422 2 Screw, M10-1.25x25 std hex, G8.8
11 60386 2 Washer, .375 flat .993/.064         
12 28964 1 Decal, engine block heater
13 25914 1 Heater, coolant          
21



EXTERNAL PUMP ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 49585 1 Reservoir, seal oil (poly 3 qt) 

 2 63113 2 Screw, .625-11x1.0 std hex, G5
3 61023 2 Washer, .625 split lock
4 49571 1 Bracket, jet pump 3/8 NPT    
5 32561B 1 Bracket, pump oil reservior    
6 49267 1 Compressor, air - Bendix TF-550108112
7 63283 4 Screw, .438-14x1.50 std hex, G5      
7 60358 4 Nut, .375-16 nylock, G5 
8 30498 1 Pulley, driver - 48 tooth, air compressor
9 33235 1 Belt, timing

10 60275 8 Screw, .500-13x1.0 std hex, G5
 11 60309 8 Washer, .500 flat 1.060/.090

12 32035B 1 Weldment, belt guard 
13 49421 1 Gasket, compressor base
14 32022B 1 Bracket, air filter 

   15 33192B 1 Bracket, pump compresser
 16 60333 8 Nut, .500-13 jam, G5 

17 61096 8 Washer, .500 flat 1.375/.110 
18 63282 4 Stud, .500-13x2.50, G5                     
19 49263B 1 Pump, trash - 6.00 dry prime PPI VP66S10L72-EG410
20 30497 1 Pulley, driven - 40 tooth, air compressor 
21 41306B 1 Flange, 6.00NPT female - ANSI 150 lb   
22 41061 2 Gasket, pump flange - 6.00
23 49371B 1 Weldment, pump inlet - 6.00 ppi 
24 19453 2 Clamp, hose - SAE 006 (.37-.87)       
25 50017 1.66 ft Hose, fuel - .250 ID, 50 psi, SAE 30R7  
26 60095 2 Nut, .312-18 sflg
27 61091 2 Screw, M4-0.70x12 pan phil, G4.8 
23

ccartwright
Sticky Note
48 tooth is the lower pulley 40 tooth is the upper pulleyHUB is #31086.
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ITEM PART NO. QTY DESCRIPTION NOTES
1 32105 1 Hose assembly - .375 braided x 18.00 in 
2 49792 1 Fitting, 90° - SAE12 MJICx12 FJIC Supplied with pump
3 63181 1 Fitting, strt - .500MNPTx.75

 4 49267 1 Compressor, air - Bendix TF-550108112
5 60502 2 Fitting, strt - .500MNPTx.625 barb, brs
6 60365 4 Clamp, hose - SAE 010 (.56-1.06)       
7 50201 2.83 ft Hose, .625 - 200 psi, class A

 8 19338 2 Clamp, hose - SAE 016 (.68-1.50)
9 14216 2 Clamp, hose - SAE 004 (.21-.62) mini

 10 50051 3.16 ft Hose, fuel - .375 ID, 50 psi, SAE 30R7     
11 20645 1 Fitting, 90-.250NPTx.375 barb, brs
12 50019 1.33 ft Hose, fuel - 1.00 SAE 20R3
13 25496 1 Fitting, strt - .750MNPTx1.0 barb, brs    
14 22461 1 Fitting, strt - .500MNPTx.750FNPT, brs
15 60998 2 Fitting, 90° - .500MNPTx.500FNPT, brs  
16 63115 2 Fitting, plug-.125NPT x flush mount
17 60734 1 Fitting, 90° - .125MNPTx.125FNPT, brs

  18 61073 1 Fitting, strt - .125MNPTx.250MJIC, brs
 19 41420 1 Hose, oil supply - .25 IDx50.0, 300 psi  

20 50201 5.16 ft Hose, .625 - 200 psi, class A
25
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ITEM PART NO. QTY DESCRIPTION NOTES
1 49724 3 Fitting, 1/2NPT - 3/4 JIC 
2 49725 1 Hose assembly, 3/4 in. pipe x 19 in. 
3 49726 2 Coupling 1/2NPTx1/2NPT 
4 49727 1 Hose assembly 3/4 in. pipe x 58 in. 
5 49572 1 Air eductor
6 49571 1 Bracket, jet pump 3/8NPT 
7 49728 1 Nipple, 3/8NPT 
8 49729 1 Elbow, 90° - 3/8NPT 
9 49730 1 Fitting, 3/8NPT - 3/8 JIC

10 49731 1 Hose assembly .375 braided hose x 58.00 
-- 49732 1 Air eductor kit Items 1 - 10
27



INLET & OUTLET FITTINGS
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ITEM PART NO. QTY DESCRIPTION NOTES
1 41306B 2 Flange, 6.00 NPT female - ANSI 150 lb  
2 41061 2 Gasket, pump flange - 6.00
3 49263B 1 Pump, trash - 6.00 dry prime See Page 12
4 61077 16 Nut, .750-10 jam, G2 
5 61076 16 Screw, .750-10x3.0 std hex, G5
A 41327 1 Socket - male galv Option
B 41329 2 Cam & groove - coupler Option
C 41325 1 Ball & lock ring -  galv Option
D 41587 2 Cam & groove - coupler Option
E 41556B 1 Weldment, pump fitting Option
29



BEARING FRAME ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 49601 2 Thrust washer
2 49591 1 Plug
3 49385 1 Bearing housing
4 49658 1 Plug
5 49588 1 Bearing
6 30799 1 Shaft
7 49602 1 Key
8 49575 3 Plug
9 30797 1 Ring

10 49596 4 O-ring
11 49599 8 Bolt
12 49604 1 Grease fitting
13 49598 1 Bell housing adapter
14 49600 1 Retaining ring
15 49597 1 O-ring
16 49589 1 Bearing
17 30800 1 Plug
18 41870 1 Plug
19 49603 1 Plug
-- 49385 1 Assembly, bearing frame Items 1 - 19
31



PRIMING CHAMBER ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 49643 1 Elbow, 90° - 2 in. x 1/2 in. NPT 
2 49644 1 Nipple 1/2 in. NPT x close
3 49645 1 Nipple 2.0 in. NPT x close
4 46946 1 Valve 1/2 in. bronze ball
5 49647 2 Washer, split lock .25 304SS
6 49648 2 Nut, hvy machine .25-20 304SS
7 49649 1 Valve washer
8 49650 1 Spring, 2 in. long x 1.46 OD
9 49651 1 Valve stem 304SS

10 49652 1 O-ring, 2-310 Viton
11 49653 2 Bolt, soc hd .38-16UNCx1.5 304SS
12 49654 1 Valve seat
13 49655 1 O-ring, 2-228 Viton
14 49656 1 Valve adapter
15 49561 6 Bolt, .50-13UNCx1.25, G5
16 49657 6 Washer, split lock .50 STLPL
17 49420 1 Gauge, vacuum
18 19401 1 Fitting, strt - .500MNPTx.250FNPT
19 49659 1 Lid, priming chamber
20 49660 1 Gasket, priming chamber lid
21 49661 1 Bracket, linkage 304SS
22 49662 2 Bolt, .38-16UNCx.63 304SS
23 49663 1 Linkage, upper arm
24 49664 1 Washer, fender .25x1.25OD 304S
25 49666 2 Link, upper and lower arm
26 49665 1 Float ball and arm
27 49667 5 Clevis pin, .187 dia. x 1.0 304SS
28 49668 5 Cotter pin, .094 dia. x .50 304SS
29 49670 1 Strainer plate
30 49669 2 Bolt, .31-18UNC x .75
31 49671 2 Washer, split lock .31 304SS
32 49672 1 Priming chamber
33 49658 1 NPT pipe plug, square head, 1/2 in   
-- 49399 1 Priming chamber assembly
33



INTERNAL PUMP ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 49837 1 Priming chamber assembly See breakdown on Page 32
2 49570 20 Bolt .38-16UNCx1.00
3 49404 1 Cover, suction
4 49403 1 Wear ring - 6.00 in
5 43672 2 O-ring, inspection cover 30103273
6 49658 5 Plug, NPT pipe - square head, .5 in
7 49405B 1 Volute - 110042628
8 41061 2 Gasket - 31813102
9 49409 1 Check valve, 6 in

9A 49844 1 Flap valve, 6 in
9B 49853 1 O-ring, 6 in
10 63117 1 Fitting, strt - 1.00 MNPTx.375 FNPT
11 30801 6 Bolt .75-10UNCx3.25 
12 23069 1 Fitting, 90° - .375 MNPT brs
13 19280 1 Valve, ball .375 FNPT
14 25931 1 Fitting, strt - .375 NPTx.625 barb
15 49407 1 Cover, clean-out
16 49381 1 O-ring
17 49566 2 Bolt, .50-13UNCx1.00
18 30802 16 Nut, hvy hex  .62-11UNC stl pl
19 49838 1 Spool, 6 in. w/2 in. flange
20 49840 4 Bolt, .62-11UNCx1.50, G5l
21 49839 1 Gasket flg, 2.0 in. - .12 FF SBR 70d
22 49842 1 Screw, impeller - .75-10UNC  2.25 316
23 49400 1 Washer, impeller
24 49788 1 Impeller
25 49561 4 Bolt .50-13UNCx1.25, G5
26 49408 1 Brac-plate
27 49383 1 O-ring
28 49382 1 Spring guide
29 49384 1 Mechanical seal
30 49387 1 Seal gland
31 49562 1 Fitting .25MPTx.25 hose barb
32 49563 1 Pipe bushing, .5x.25
33 49386 1 Lip seal
34 49598 1 Bell housing adapter
35 49385 1 Bearing housing
36 30805 1 Key
37 49579 1 Valve, .25 in. petcock
38 49577 1 Nipple, .25NPTx 3.0
39 49578 1 Elbow, 45° - .25NPT 
40 49575 1 Plug, NPT pipe - square head, .25 in
-- 49388 * Impeller shim As required, not shown
-- 49389 * Impeller shim As required, not shown
-- 49390 * Impeller shim As required, not shown
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SKID ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION NOTES
1 33122 1 Assembly, E-stop box - Kubota     
2 66455 1 Relay, 12V/70A NC/80A NO w/diode
3 65584 1 Block, E-stop contactor NO/NO
4 65470 1 Switch, E-stop operator
5 60062 8 Screw, 10-32x.750 pan phil, G2 
6 32030B 1 Weldment, throttle cable
7 41165 1 Cable, push/pull throttle
8 60860 4 Screw, .312-18x3.50 std hex, G5
9 60119 18 Washer, .312 flat .875/.070

10 41108B 1 Tube, lift support
11 24540 1 Holder, manual
12 60237 8 Washer, #10 flat .495/.036
13 32220B 1 Bracket, manual box/E-stop
14 60061 8 Nut, 10-32 nylock
15 60303 8 Nut, .312-18 nylock, G2
16 15627 3 Clamp, tubing - heavy duty
17 60195 2 Rivet, .188 dia. x .375 to .500 grip 
18 60406 4 Screw, 8-32x1.0 pan phil, G2
19 66373 2 Lens, clearance marker light - amber
-- 65661 2 Bulb - light, clearance marker Not shown          
20 60270 4 Nut, 8-32 nylock, class 6
21 50215 12 Screw, .500-13x4.0 std hex, G5
22 60309 24 Washer, .500 flat 1.060/.090
23 62221 12 Nut, .500-13 nylock, G5
24 41133 2 Jack, side wind - tube-mounted
25 23256 2 Pin, jack - tube-mounted
26 60144 4 Nut, .250-20 nylock, G5
27 60028 4 Screw, .312-18x1.0 std hex, G5
28 65448 1 Light, stop/turn/tail - RH

 29 41102B 1 Bracket, tail light mounting - RH
30 41278B 1 Weldment, fuel tank/chassis
31 41101B 1 Bracket, tail light mounting - LH
32 65449 1 Light, stop/turn/tail - LH
33 41301B 1 Tube, lift support
34 60358 1 Nut, .375-16 nylock, G5
35 30950B 1 Bracket, heat shield
36 60205 1 Screw, .375-16x1.0 std hex, G5 
37 30946B 1 Plate, heat shield
-- 49628 2 Light, clearance marker - amber LED Option: trailer light options
-- 49627 1 Light, stop/turn/tail -  w/LP - LH LED Option: trailer light options
-- 65449 1 Light, stop/turn/tail - RH LED Option: 



FUEL TANK ASSEMBLY

8

1

4

3

2

1

5

6

10

5

TO
FUEL PUMP

FUEL
RETURN

5

11
7

9
16

15

14 

13

A

12
38



ITEM PART NO. QTY DESCRIPTION NOTES
1 63192 2 Clamp, crimping band - .464 in
2 41211 3 ft Hose, fuel - .188 ID, 50 psi, SAE 30R7 

  3 50343 3.16 ft Hose, fuel - .312 IDx.562 OD, 60 psi Clear vinyl
4 17896 1 Fitting, strt - .250NPTx.188 barb
5 60777 3 Clamp, hose - .312 fuel hose Crimp style
6 60999 1  Fitting, strt - .500MNPTx.312 barb, brs  

 7 23707 1 Cap, fuel fill - 3.50 in
8 21129 1 Gauge, fuel - mechanical, 11 in
9 60498 1 Fitting, plug, .750NPT square drive

10 50018 2.33 ft  Hose, fuel - .312 ID, 50 psi, SAE 30R7
11 15693 1 Fitting, 90° - .250NPTx.312 barb, brs
12 60988 2 Fitting, plug - 1.0 NPT square drive Supplied with tank
13 61147 2 Nut, .312-18 U-clip, G5        
14 41278B 1 Weldment, fuel tank/chassis
15 49762B 1 Cover, fuel sender cutout Supplied with tank 
16 60156 5 Screw, M5-0.80x16 pan phil, G4.8 Supplied with tank              
A 65804 1 Switch, float  - 12.50 NO Option: fuel transfer pump
39
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ITEM PART NO. QTY DESCRIPTION NOTES
1 61036 8 Screw, .375-16x1.250 std hex, SS 
2 60698 16 Washer, .375 flat .875/.040, SS 

  3 22743B 2 Fender, single wheel
 4 60358 8 Nut, .375-16 nylock, G5 

5 60504 6 Nut, .562-18 locking hex, G5
6 19637 4 Plate, shackle bracket
7 24811B 1 Weldment, trailer chassis
8 60503 6 Screw, shackle .562-18x3.0 std hex, G5

 9 15293 6 Nut, .750-10 hex, G5
10 60416 14 Washer, .500 flat 1.375/.090 
11 61104 3 Screw, .500-13x5.500 std hex, G8
12 23256 1 Pin, jack - tube mounted
13 13051 1 Jack assembly, 2000 lb - top wind Tube mounted 
14 24691B 1 Brace, tongue shipping
15 61103 1 Screw, .500-13x1.750 sflg hex 
16 62221 5 Nut, .500-13 nylock, G5
17 24812B 1 Weldment, tongue - flip non-adj actuator
18 60376 2 Screw, .500-13x4.500 std hex, G5
19 23367 2 Chain, safety
20 22877 1 Axle, 5000 lb - hydraulic

22876 1 Axle, 5000 lb - electric Option: electric brake
21 18377 2 Wheel, ST225/75R15
22 60096 12 Nut, .500-20 wheel lug
23 61099 2 Screw, .500-13x5.00 std hex, G8
24 60309 4 Washer, .500 flat 1.060/.090
25 24304 1 Actuator, 2 in. ball, 6000 lb Hydraulic surge brake
26 15626 6 Clamp, tubing - .375 lt duty 
-- 61010 1 Clamp, tubing - .375 hvy duty Not shown
27 23390 1 Harness, trailer 
28 22340 2 Bushing, 1.0 ODx.750 ID
29 61078 6 Screw, .625-11x2.0 flg hex, G8
A 60240 2 Nut, .625-11 nylock Option: adjustable hitch
B 30248 1 Cap, actuator, sealed Option: adjustable hitch
C 40529 1 Actuator, hyd surge brk - adj. Option: adjustable hitch
D 60239 2 Screw, .625-11x5.0 std hex, G5 Option: adjustable hitch
E 60180 4 Washer, .625 flat 1.750/.120 Option: adjustable hitch
F 19335B 1 Coupler, lunette ring - 3 in. adj. Option: 3 in. ring adj. hitch
G 19519 1 Coupler, 2.31 in. ball Option: 2.31 in. ball
H 19518 1 Coupler, 2 in. ball for adj. hitch Option: 2 in. ball adjustable hitch
J 15103 1 Coupler, 2 in. ball/3 in. channel Option: 2 in. ball hitch
K 11032 1 Weldment, lunette ring - 3 in Option: 3 in. ring
L 19379B 1 Weldment, hitch elec. - 4 pos adj. Option: electric brake
M 19417 1 Breakaway kit Option: electric brake
N 12235B 1 Weldment, spare tire holder Option: spare tire holder
O 30931 1 Weldment, tongue - w/support plate Option: adj. actuator/elec brakes
41
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ITEM PART NO. QTY DESCRIPTION NOTES
1 11254 2 Plug, grease cap - for zerk
2 23170 2 Cap, grease - 5000 lb
3 24831 2 Roller bearing - outer
4 26452 2 Brake drum  - 12 in. 6 on 5.5 in
5 26572 2 Surge brake assembly, RH

26571 2 Surge brake assembly, LH
26574 2 Electric brake assembly, RH Option: electric brake
26573 2 Electric brake assembly, LH Option: electric brake

6 24832 2 Bearing seal axle
7 40875  4   U-bolt, axle
8 23912 2 Spring, 5000 lb axle
9 26441 8 U-bolt nut, 1/2-20 plated

10 40874 2 Tie plate, axle
11 60963 12 Stud, wheel - axle
12 24830 2 Roller bearing - inner
43



TRAILER BRAKE LINES
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ITEM PART NO. QTY DESCRIPTION NOTES
1 24688 1 Hose, brake - .188x136.00 Male/male 
2 40495 1 Line, brake - .188x20.00
3 40494 1 Line, brake - .188x30.00
4 19252 1 Fitting, .188 brake line T - w/bracket All female
5 61028 1 Clamp, muffler - 2.50 light duty U-bolt and saddle
6 61010 1 Clamp, tubing - .375 heavy duty
45



RECOMMENDED SPARE PARTS LIST

ENGINE

Alternator, engine ............................................................................................. 32743

Belt, compressor............................................................................................... 31020

Belt, fan - Kubota V3600 .................................................................................. 32741

Cable, push/pull throttle.................................................................................... 41165

Cap, fuel fill ....................................................................................................... 23707

Cap, radiator..................................................................................................... 19219

Cap, overflow jug.............................................................................................. 19714

Compressor, air ................................................................................................ 49267

Dipstick, Kubota V3600 .................................................................................... 27472

Element, air filter............................................................................................... 22874

Filter, fuel .......................................................................................................... 32745

Filter, oil ............................................................................................................ 32744

Flapper, check valve......................................................................................... 49844

Gasket, compressor ......................................................................................... 49421

Gasket, thermostat housing - Kubota ............................................................... 33253

Gauge, fuel ....................................................................................................... 21129

Hose, radiator - lower ....................................................................................... 30494

Hose, radiator - upper....................................................................................... 30493

Impeller............................................................................................................. 29788

Jug, overflow - 3.5 qt ........................................................................................ 41958

Pump, fuel ........................................................................................................ 13278

Sensor, coolant temp........................................................................................ 32040

Sensor, low coolant .......................................................................................... 30942

Sensor, oil pressure.......................................................................................... 30242

Solenoid plug, shutdown .................................................................................. 32788

Starter, engine - Kubota V3600......................................................................... 32742 

Thermostat - Kubota V3600.............................................................................. 28979

PUMP

Bushing............................................................................................................. 49685

Coupling, flywheel ............................................................................................ 41191

Couping, rubber driver...................................................................................... 41192

Lip seal ............................................................................................................. 49386

Mechanical seal kit ........................................................................................... 49384

ELECTRICAL

Controller, LOFA 750 ........................................................................................ 33705

Relay, 12V/70A................................................................................................. 66455

TRAILER

Chain, safety..................................................................................................... 23367

Jack, side wind (rear) ....................................................................................... 41133

Jack, top wind (tongue) .................................................................................... 13051

Light, clearance marker, bulb ........................................................................... 65661

Light, clearance marker, lens - amber .............................................................. 66373

Light, stop/turn/tail - RH.................................................................................... 65448

Light, stop/turn/tail - LH .................................................................................... 65449  
46
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