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INTRODUCTION

Before servicing this machine, make sure the engine is shut down, and the negative (-) terminal on the battery is 
disconnected. Attach a “DO NOT START” sign to the engine. This will notify everyone that the unit is being serviced 
and will reduce the chance of someone inadvertently trying to start the unit.

WARNING
Before operating or servicing this equipment, read and understand the Magnum 

Operating Manual which was included with the unit when shipped from the factory. 
Failure to do so increases the risk of injury to yourself or others.

MAGNUM POWER PRODUCTS LLC
215 Power Drive • Berlin, WI 54923

U.S.A.
Phone: 920-361-4442
FAX: 920-361-4416

Toll Free: 1-800-926-9768
www.m-p-llc.com

For technical or parts QUESTIONS, please contact the Magnum Power Products LLC Customer 
Support or Technical Support team at 1-800-926-9768. Please have your serial number available.

To ORDER SERVICE PARTS, please contact the dealer from which you purchased the unit, or call 
Magnum Power Products LLC to locate a dealer in your area.

Pump Serial Number: ___________________________________

Unit Model Number:_____________________________________

Unit Serial Number: _____________________________________

WARNING
CALIFORNIA PROPOSITION 65 WARNING:

Diesel engine exhaust and some of its constituents are known to the state of California 
to cause cancer, birth defects and other reproductive harm.
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UNIT DECALS (1 OF 2)

UNLEADED
GASOLINE ONLY

G

DANGER
GEFAHR
PELIGRO
DANGER

READ AND UNDERSTAND THE SUPPLIED OPERATOR’S
MANUAL BEFORE OPERATING THIS MACHINE.  FAILURE
TO DO SO INCREASES THE RISK OF INJURY TO YOURSELF
OR OTHERS.

LIRE ET COMPRENDRE LA NOTICE D’EMPLOI FOURNIE 
AVEC LA MACHINE AVANT DE LA METTRE EN SERVICE.  
A DEFAUT. VOUS AUGMENTERIEZ LE RISQUE DE VOUS
EXPOSER ET LES AUTRES A DES BLESSURES.

LEA Y ENTIENDA EL MANUAL DE OPERACION PROVISTO
CON EL EQUIPO ANTES DE QUE OPERE ESTE EQUIPO.  DE
NO HACERSE ASI. PODRIA AUMENTAR EL RIESGO DE 
DAÑOS PERSONALES Y A OTRAS PERSONAS.

VOR INBETRIEBNAHME DIESES GERÄTES BEIGEFÜGTE
BETRIEBSVORSCHRIFT LESEN UND VERSTEHEN.  
NICHTBEFOLGUNG ERHÖHT DAS RISIKO ZU EIGENER 
VERLETZUNG ODER ANDERER.

1. Read operator's manual.
2. Use hitch rater for trailer's "Gross
    vehicle weight rating".
3. Securely attach trailer to tow vehicle.
4. Attach safety chains using a cross
    pattern.
5. Attach breakdown chain to vehicle.
6. Check trailer lights.

TOWING INSTRUCTIONS INSTRUCCIONES DE REMOLQUE
1. Lea el manual del operario.
2. Utilice un acople correctamente clasificado
    para la "clase de peso bruto"  del vehiculo
    de remolque.
3. Asegurese de acoplar correctamente el 
    Remolque al vehiculo de remolque.
4. Fije en cruz las cadenas de seguridad.
5. Fije en el vehiculo de remolque la cadena de 
    desprendimiento.
6. Controle las luces del remolque.

ABSCHLEPPINSTRUKTIONEN
1. Lire la notice d’emploi.
2. Utiliser un crochet d’attelage conforme au debit
    nominal du poids brut de vehicule du vehicule
    tracteur.
3. Attacher la remorque fermement au vehicule tracteur.
4. Attacher les chaines de surete en utilisant une
    methode croisee.
5. Attacher la chaine de remorquage au vehicule.
6. Verifier les lampes de la remorque.

INSTRUCTIONS DE REMORQUAGE
1. Betriebsvorschrift lesen.
2. Anhängevorrichtung verwenden,
    die der gesamtbetriebsgewichtsklasse
    Entspricht .
3. Anhänger sicher am zugfahrzeug
    Befestigen.
4. Sicherheitsketten kreuzweise anbringen.
5. Abreisskette am fahrzeug anbringen.
6. Anhängerleuchten prüfen.

50 ft. (15 m)

PN: 41792
Decal, WT Operation

French/German

PN: 11540
Decal, WT Operation

English/Spanish

Located on rear
of both fenders.

Located on both
sides of pipe.

WARNING

WARNUNG
ADVERTENCIA

AVERTISSEMENT

Located on top of both 
fenders, centered.

Note: All safety and operating decals are located on decal sheet 40487, unless otherwise noted.
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UNIT DECALS (2 OF 2)

WARNING

WARNUNG
ADVERTENCIA

AVERTISSEMENT

STAY OUT OF TANK

AUFENTHALT AUS BEHALTER HERAUS

ESTANCIA FUERA DEL TANQUE

SEJOUR HORS DE RESERVOIR

DANGER

GEFAHR

PELIGRO

DANGER

WARNUNG
ADVERTENCIA

AVERTISSEMENT

WARNING

To prepare for use:

1. Block wheels on both sides of tire.
2. Loosen side tongue pivot bolts on both sides
    of trailer.
3. Support tongue with rope or chain to base of
    tank fill pipe.
4. Loosen center pivot bolt and remove tongue
    brace and hardware from trailer frame.
5. Carefully lower tongue.
6. Insert tongue hardware in two (2) places as
    shown below. Do not re-use nylon locking nuts.
7. Tighten all tongue hardware and pivot bolts to
    80-109 ft-lb.

SIDE 
PIVOT
BOLTS

CENTER 
PIVOT BOLT

BRACE
TONGUE MOUNTING

HOLES

TONGUE HARDWARE
IN THESE LOCATIONS

WARNING

Sich für gebrauch vorbereiten:
 
1. Block-räder auf beiden seiten des gummireifens. 
2. Lösen sie seitliche zunge gelenk-schraubbolzen auf 
    beiden seiten des anhängers. 
3. Stützen sie zunge mit seil oder kette zur unterseite des
    behälter-fülle-rohres. 
4. Lösen sie mittelgelenk-schraubbolzen und entfernen
    sie zunge klammer und kleinteile vom anhänger-
    rahmen. 
5. Senken sie sorgfältig zunge. 
6. Setzen sie zunge kleinteile in zwei (2) plätzen ein, wie
    unten gezeigt. Verwenden sie nicht Nyloncsicherungs-
    muttern wieder. 
7. Ziehen sie alle zunge kleinteil-und gelenk-
    schraubbolzen zu 80-109 fusspfund fest.

Para prepararse para el uso:

1. Ruedas del bloque en ambos lados del neumático. 
2. Afloje los pernos laterales del pivote de la lengüeta en
    ambos lados del acoplado. 
3. Apoye la lengüeta con la cuerda o la cadena a la base
    de la pipa del terraplén del tanque.
4. Afloje el perno de centro del pivote y quite el apoyo y
    el hardware de la lengüeta de marco del acoplado. 
5. Baje cuidadosamente la lengüeta.
6. Inserte el hardware de la lengüeta en dos (2) lugares
    según lo demostrado abajo. No reutilice las tuercas de
    fijación de nylon.
7. Apriete todos los pernos del hardware y del pivote de
    la lengüeta a 80-109 pies-libras.

Pour se préparer à l'utilisation : 

1. Roues de bloc des deux côtés de pneu. 
2. Détachez les boulons latéraux de pivot de langue des
    deux côtés de bas de page.  
3. Soutenez la langue avec la corde ou la chaîne au fond
    de la pipe de suffisance de réservoir.  
4. Détachez le boulon central de pivot et enlevez le
    croisillon et le matériel de langue de l'armature de bas
    de page.  
5. Abaissez soigneusement la langue 
6. Insérez le matériel de langue dans deux (2) endroits
    comme montré ci-dessous. Ne réutilisez pas les écrous 
    de fermeture en nylon. 
7. Serrez tous les boulons de matériel et de pivot de
    langue à 80-109 livres-pied.  

WARNUNG

ADVERTENCIA

AVERTISSEMENT

ADVERTENCIA

WARNING
1.  ALWAYS KEEP THE TANK COVER IN PLACE!
2.  This tank can only be used with polyethylene tolerant fluids.  Use of the tank with incompatible chemicals will cause leaks or tank failure.
3.  This tank is NOT fire resistant.  Never expose the tank to open flame or excessive heat.
4.  Protect the tank from sharp impacts, especially in cold temperatures.  Keep sharp objects away from the tank to avoid punctures.

1. ¡SIEMPRE MANTENER LA CUBIERTA DEL TANQUE IN PLACE!
2. El este tanque se puede utilizar solamente con los líquidos tolerantes del polietileno. El uso del tanque con los productos químicos 
    incompatibles causará los escapes o falta del tanque.
3. El este tanque no es resistente al fuego. Nunca exponer el tanque a la llama abierta o al calor excesivo.
4. Proteger el tanque contra impactos agudos, especialmente en temperaturas frías. Guardar los objetos agudos lejos del tanque para evitar 
    puncutres.

AVERTISSEMENT
1. MAINTENIR TOUJOURS LA COUVERTURE DE RÉSERVOIR IN PLACE !
2. Ce réservoir peut seulement être employé avec les fluides tolérants de polyéthylène. L'utilisation du réservoir avec les produits chimiques 
    incompatibles causera des fuites ou l'échec de réservoir.
3. Ce réservoir n'est pas résistant au feu. Ne jamais exposer le réservoir à la flamme nue ou à la chaleur excessive.
4. Protéger le réservoir contre des impacts pointus, particulièrement dans les températures froides. Garder les objets pointus à partir du 
    réservoir pour éviter des puncutres.

1. DIE BEHÄLTERABDECKUNG IN PLACE IMMER HALTEN!
2. Dieser Behälter kann mit toleranten Flüssigkeiten des Polyäthylens nur benutzt werden. Gebrauch des Behälters mit inkompatiblen 
    Chemikalien verursacht Lecks oder Behälterausfall.
3. Dieser Behälter ist NICHT feuerbeständig. Den Behälter nie offenes Feuer oder übermäßiger Hitze aussetzen.
4. Den Behälter vor scharfen Auswirkungen, besonders in den kalten Temperaturen schützen. Scharfe Gegenstände weg von dem Behälter 
    halten, um puncutres zu vermeiden.

WARNUNG

Located on rear
bumper, both sides.

Located on 
rear bumper, 
both sides.

Located on 
bottom of

trailer tongue

PN: 40488
Decal, red stripe w/Magnum logo

Located on both fenders.

Note: All safety and operating decals are located on decal sheet 40487, unless otherwise noted.
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PUMP COMPONENTS
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ITEM PART QTY DESCRIPTION NOTES
1 Page 8 1 Engine and pump components
2 60205 8 Screw, .375-16x1.000 std hex, G5
3 60386 16 Washer, .375 flat .993/.064
4 60206 8 Washer, .375 split lock
5 60140 8 Nut, .375-16 hex, G5
6 49787 1 Hose, water - 2.00 x 37ft
7 60316 4 Clamp, hose - SAE 032 (1.56-2.50)
8 Page 14 1 Lower manifold assembly
9 60510 2 Bolt, U - .312-18 x 2.50 x 5.625

10 60119 4 Washer, .312 flat .875/.070
11 60271 4 Washer, .312 split lock
12 60285 4 Nut, .312-18 hex, G2
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ENGINE AND PUMP COMPONENTS
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ITEM PART QTY DESCRIPTION NOTES
1 41162 1 Assembly, pump/engine Page 10
2 42020B 1 Bracket, mounting
-- 40784B 1 Bracket, support Before SN 085026
3 60534 4 Screw, .312-18x1.750 sflg hex
4 60119 4 Washer, .312 flat .875/.070
5 60271 4 Washer, .312 split lock
6 60285 4 Nut, .312-18 hex, G2
7 15241 4 Isolator, rubber 80-200lbs 2” wide
8 60275 4 Screw, .500-13x1.00 std hx, G5
9 60276 4 Washer, .500 split lock

10 42603B 2 Bracket, pump support
11 60028 2 Screw, .312-18x1.00 std hex, G5
12 60119 4 Washer, .312 flat .875/.070
13 60303 2 Nut, .312-18 nylock, G2
14 60363 2 Screw, M10-1.50 x 50 std hex, G8.8
15 60026 4 Washer, M10 split lock
16 60027 2 Washer, M10 flat
17 60033 2 Nut, M10-1.50 hex, G8.8
18 42638 1 Assembly, manifold discharge Pages 12
19 60160 4 Screw, M8-1.25x30 sflg hex, G8.8
20 40687 1 Discharge flange, gasket
21 42097B 1 Weldment, fill pipe After SN 085025
22 41379 1 Fitting, 45 - 2.00FNPT x 2.00FNPT PVC
23 41378 1 Fitting, strt - 2.00MNPT x 2.00 hose shank PVC
9



ENGINE AND PUMP ASSEMBLY

1

2

3

4

5

6

7

8

10

21

22

23

31
30

26

29

20

19
18

17

1624

15

25
26 13

14

27 28

1112

9

10



ITEM PART QTY DESCRIPTION NOTES
1 40827 1 Wingnut, air cleaner - Honda GX120
2 40828 1 Housing, air cleaner - Honda GX120
3 40829 1 Element, air cleaner - Honda GX120
4 40830 1 Guard, muffler - Honda GX120
5 40831 1 Muffler, - Honda GX120
6 40832 1 Cap, fuel tank - Honda GX120
7 40833 1 Gasket, tank cap - Honda GX120
8 40834 1 Strainer, fuel tank - Honda GX120
9 40835 1 Tank, fuel - Honda GX120

10 40836 1 Oil plug, - Honda GX120
11 40837 1 Starter, rewind - Honda GX120
12 40838 1 Handle, starter rope 3 - Honda GX120
13 40684 1 Flange, suction - Tsurumi
14 11565 1 Valve, check - Tsurumi
15 40688 1 Plug, pump housing - Tsurumi With o-ring
16 40676 1 Casing, pump - Tsurumi
17 40687 1 Gasket, discharge flange - Tsurumi
18 40683 1 Seal, inner casing - Tsurumi
19 40682 1 Casing, inner pump - Tsurumi
20 40680 1 Impeller, pump - Tsurumi
21 40677 1 O-ring, pump casing - Tsurumi
22 40681 1 Seal, mechanical - Tsurumi
23 40678 1 Cover, pump casing - Tsurumi
24 40689 1 O-ring, pump plug - Tsurumi
25 60507 3 Screw, .312-18x1.00 std hex, SS
26 60341 7 Washer, M8 split lock, SS
27 60177 4 Screw, M10-1.50x30 std hex, G10.9
28 60026 4 Washer, M10 split lock 
29 40843 4 Screw, M8 x 48 1/2 thread - Tsurumi
30 40844 4 Washer, M8 flat - Tsurumi
31 40845 4 Seal, packing M8 washer Tsurumi Obsolete
-- 40846 1 Gasket set, valve cover - Honda GX120 Not shown
-- 40847 1 Module, ignition - Honda GX120 Not shown
-- 40848 1 Assembly, spark plug cap - Honda GX120 Not shown
-- 40849 1 Switch, engine on/off - Honda GX120 Not shown
-- 40850 1 Switch, low oil alert - Honda GX120 Not shown
-- 40851 1 Plug, oil fill w/gasket - Honda GX120 Not shown
-- 40852 1 Gasket set, carburetor - Honda GX120 Not shown
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UPPER MANIFOLD ASSEMBLY
UNITS BUILT AFTER SN 085138
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ITEM PART QTY DESCRIPTION NOTES
1 41588 1 Manifold, machined casting
2 40688 1 Plug, pump housing
3 40689 1 Plug, o-ring, pump
4 41591 4 Lever, cam-lock w/ pin & ring
5 40229 1 Valve, ball 2.00NPT - female
6 42023 2 Gasket, cam-lock - 2.00
7 40225 2 Fitting, strt - 2.00 plug, female cam-lock
8 60706 2 Ring, split - 1.00, SS
9 60707 1.3 ft Chain, sash - #8, SS

10 41985 1 Valve, ball .75NPTM x .75 hose barb
11 25089 1 Fitting, nipple, pipe - .750NPT x close
12 62006 1 Valve, ball .750NPTF
13 40042 1 Fitting, strt .750MNPT x garden hose, brass 
-- 42638 1 Assembly, manifold - discharge (upper) Items 1-13
14 25089 1 Fitting, nipple, pipe - .750NPT x close Before SN 085192
15 62006 1 Valve, ball .750NPTF Before SN 085192
16 25496 1 Fitting, strt .750MNPTx1.00 barb brass Before SN 085192
13



LOWER MANIFOLD ASSEMBLY
UNITS BUILT AFTER SN 085138
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ITEM PART QTY DESCRIPTION NOTES
1 40229 1 Valve, ball - 2.00NPT - female
2 21127 2 Fitting, nipple, pipe - 2.00NPT x close
3 40330 1 Fitting, T - 2.00NPT x 2.00NPT x 2.000NPT
4 41378 2 Fitting, strt - 2.00MNPT x 2.00 hose shank
5 40223 1 Fitting, strt - 2.00MNPT x 2.00 female cam-lock
6 40225 1 Fitting, strt - 2.00 plug for female cam-lock
7 60706 1 Ring, split - 1.00 SS
8 60707 1.7 ft Chain, sash - no. 8 SS
9 40227 1 Fitting, T - 2.00NPT x 2.00NPT x .750NPT

10 40234 1 Fitting, faucet .750NPT
11 49786 19.5 in Hose, water - 2.00 dia. x 19.50
12 60316 4 Clamp, hose - SAE 032 (1.56-2.50)
-- 40778 1 Assembly, manifold suction (lower) Items 1-12
15



UPPER AND LOWER MANIFOLD ASSEMBLIES
UNITS BUILT AS SN 085026 to SN 085138
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ITEM PART QTY DESCRIPTION NOTES
1 40229 2 Valve, ball - 2.00NPT
2 41591 4 Lever, cam-lock w/ pin & ring
3 40688 1 Plug, pump housing - Tsurumi With o-ring
4 40689 1 O-ring, pump plug - Tsurumi
5 25089 2 Fitting, nipple, pipe - .750NPT x close 
6 62006 2 Valve, ball .750NPTF
7 25496 1 Fitting, strt - .750MNPT x 1.00 barb
8 40225 3 Fitting, strt - 2.00 plug for female cam-lock
9 60706 2 Ring, split - 1.00 SS

10 60707 2 Chain, sash - no. 8 SS
11 42023 2 Gasket, cam-lock - 2.00
12 41588 1 Manifold, machined casting
13 60256 4 Screw, .312-18x1.500 std hex full thread
14 60271 4 Washer, .312 split lock
15 40687 2 Gasket, discharge flange
16 42114Z 1 Weldment, manifold extension 
17 60285 4 Nut, .312-18 hex, G2
18 60507 4 Screw, .312-18x1.00 std hex, SS
19 60341 4 Washer, M8 split lock SS
20 40042 1 Fitting, strt .750MNPT x garden hose brass
21 21127 2 Fitting, nipple, pipe - 2.00NPT x close
22 40227 1 Fitting, T - 2.00NPT x 2.00NPT x .750NPT
23 41378 2 Fitting, strt - 2.00MNPT x 2.00 hose shank PVC
24 40330 1 Fitting, T - 2.00NPT x 2.00NPT x 2.000NPT
25 40223 1 Fitting, strt - 2.00MNPT x 2.00 female cam-lock
26 40234 1 Fitting, faucet .750NPT
-- 42019 1 Assembly, manifold discharge (upper)
-- 40778 1 Assembly, manifold suction (lower)
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UPPER AND LOWER MANIFOLD ASSEMBLIES
UNITS BUILT PRIOR TO SN 085025
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ITEM PART QTY DESCRIPTION NOTES
1 40229 2 Valve, ball - 2.00NPT - female
2 21127 5 Fitting, nipple, pipe - 2.00NPT x close
3 40225 3 Fitting, strt - 2.00 plug - female cam-lock
4 40223 3 Fitting, strt - 2.00MNPT x 2.00 female cam-lock
5 40330 2 Fitting, T - 2.00NPT x 2.00NPT x 2.00NPT
6 40228 1 Fitting, T - 2.00NPT x 2.00NPT x 1.00NPT
7 21451 1 Fitting, strt - 1.00MNPT x 1.00 barb
8 40814 1 Fitting, 90° - 1.00NPT
9 40276 5 Fitting, nipple, pipe 1.00NPT x close

10 40230 2 Valve, ball - 1.00NPT - female
11 40231 1 Fitting, T - 1.00NPT x 1.00NPT x 1.00NPT
12 40794 1 Fitting, 45° - 1.00MNPT x 1.00FNPT
13 40798 1 Fitting, strt - 1.00MNPT x garden hose
14 40227 1 Fitting, T - 2.00NPT x 2.00NPT x .75NPT
15 40234 1 Fitting, faucet - .75NPT brass
16 41378 2 Fitting, strt - 2.00MNPT x 2.00 hose shank
-- 40779 1 Assembly, manifold discharge (upper)
-- 40778 1 Assembly, manifold suction (lower)
19



TANK ASSEMBLY
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ITEM PART QTY DESCRIPTION NOTES
1 40768 1 Tank, water - 500 gallon (white)
2 40740 1 Fitting, bulkhead - 2.00NPT poly
3 21127 1 Fitting, nipple, pipe - 2.00NPT x close
4 40226 1 Fitting, 90° - 2.00NPT
5 41378 1 Fitting, strt - 2.00MNPT x 2.00 hose shank PVC
6 40756 1 Cover, water tank - 16.00
7 40862B 4 Bracket, tank support
8 60205 8 Screw, .375-16x1.00 std hex, G5
9 60386 24 Washer, .375 flat .993/.064

10 60206 8 Washer, .375 split lock
11 60140 8 Nut, .375-16 hex, G5
12 30779B 1 Weldment, tank strap
13 60360 4 Screw, .375-16x4.00 std hex, G5
14 60358 4 Nut, .375-16 nylock, G5
-- 40805 1 Assembly, 500 gallon tank Items 1-6
21



SPRAY BAR ASSEMBLY
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ITEM PART QTY DESCRIPTION NOTES
1 40793 1 Fitting, nipple, pipe - 1.00NPT x 38.00
2 40232 2 Fitting, 90° - 1.00NPT x .750NPT
3 40233 2 Fitting, fog nozzle - .750NPT
4 40231 1 Fitting, T - 1.00NPT x 1.00NPT x 1.00NPT
5 40276 1 Fitting, nipple, pipe - 1.00NPT x close
6 40794 1 Fitting, 45° - 1.00MNPT x 1.00FNPT
7 24006 1 Fitting, strt - 1.00MNPT x .750FNPT
8 62025 1 Fitting, strt - .750MNPT x .750 barb
9 63295 2 Bolt, U - .250-20x1.375x1.88

10 60243 4 Washer, .250 flat .735/.060
11 60286 4 Washer, .250 split lock
12 60721 4 Nut, .250-20 acorn, G2
-- 42635 1 Assembly, spray bar Items 1-12
13 42637 1 Hose, spray bar - .75 ID x 7ft 3in
14 19338 2 Clamp, hose - SAE 016 (.68-1.50)
-- 42636 1 Assembly, hose spray bar - .75 hose Items 13-14
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FILL HOSE ASSEMBLY
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ITEM PART QTY DESCRIPTION NOTES
1 40266 1 Strainer, 2.00 suction
2 40224 1 Fitting, strt - 2.00 hose shank x 2.00 male cam-lock
3 60316 4 Clamp, hose - SAE 032 (1.56-2.50)
4 40502 1 Hose, water 2.00 x 20ft
5 40265 1 Fitting, 2.00 female swivel x 2.00 hose nipple
6 40475 1 Fitting, nipple, pipe 2.00NPT x 2.50 PVC
-- 40264 1 Assembly, hose - 2.00 x 20ft suction Items 1-6
-- 41258 1 Hose, extension - 2.00 x 10ft suction Option: Hose ext. - Not shown
-- 41259 1 Hose, extension - 2.00 x 20ft suction Option: Hose ext. - Not shown
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DISCHARGE HOSE ASSEMBLIES
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ITEM PART QTY DESCRIPTION NOTES
1 40224 1 Fitting, strt - 2.00 hose shank x 2.00 male cam-lock
2 60316 4 Clamp, hose - SAE 032 (1.56-2.50)
3 40505 1 Hose, water 2.00 x 25ft
4 40265 1 Fitting, 2.00 female swivel x 2.00 hose nipple
5 40267 1 Fitting, strt 2.00MNPT x 1.50MNPT
6 40257 1 Nozzle, water - adjustable spray
-- 40272 1 Assembly, hose - 2.00 25ft sprayer Items 1-6
7 40800 1 Hose, .625 x 50ft garden 
8 40256 1 Nozzle, water - garden hose
-- 40804 1 Assembly, garden hose - .625 x 50ft Items 7-8
-- 41260 1 Hose, extension - 2.00 x 25 ft sprayer Option: Hose ext. - not shown
-- 41261 1 Hose, extension - 2.00 x 50ft sprayer Option: Hose ext. - not shown
-- 41262 1 Hose, extension - 2.00 x 75ft sprayer Option: Hose ext. - not shown
-- 40266 1 Strainer, suction - 2.00 Option: Strainer - not shown
27



FENDER COMPONENTS
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ITEM PART QTY DESCRIPTION NOTES
1 40774B 1 Weldment, fender, water trailer - RH
2 40775B 1 Weldment, fender, water trailer - LH
3 60388 8 Screw, .500-13x1.500 std hex, G5 Add to BOM
4 60416 16 Washer, .500 flat 1.375/.090
5 62221 8 Nut, .500-13 nylock, G5
6 66373 2 Lens, amber - light, clearance marker
-- 65661 2 Bulb, light - clearance marker
7 60406 4 Screw, 8-32x1.00 pan phil, G2
8 60270 4 Nut, 8-32 nylock
9 60649 2 Clamp, tubing - .750 heavy duty

10 60028 2 Screw, .312-18x1.00 hx hd, G5
11 60119 20 Washer, .312 flat .875/.070
12 60303 6 Nut, .312-18 nylock, G2
13 40776B 2 Bracket, tail light
14 62001 4 Screw, .312-18x1.250 std hex, G5
15 60293 4 Washer, .312 ext star
16 65448 1 Light, stop/turn/tail waterproof - RH
17 65449 1 Light, stop/turn/tail waterproof - LH
18 19163 2 Fitting, bushing, .500 OD x .375 ID
19 19207 2 Light, license plate/panel - round eye
20  30736B 1 Weldment, hose storage
21 60205 4 Screw, .375-16x1.00 hex hd, G5
22 60206 4 Washer, .375 split lock
23 60140 4 Nut, .375-16 hex hd, G5 Add to BOM
24 60793 1 Cap, rubber - .25x1.00x1.00
25 11222 1 Bracket, manual holder
26 60684 2 Screw, .250-20x.875 hx hd, SS
27 60243 4 Washer, .250 flat .735/.060 Add to BOM
28 60286 2 Washer, .250 split lock
29 60721 2 Nut, .250-20 acorn, G2
30 11121 1 Tube, manual holder - black 14”
29



AXLES TO SKID
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ITEM PART QTY DESCRIPTION NOTES 
1 40769 2 Axle, tandem hyd 3500 lbs
2 60674 6 Stud, wheel - .500-20, G8
3 12307 1 Seal, axle bearing
4 40954 1 Bearing, inner axle
-- 40955 1 Bearing, race - inner axle
5 40764 2 Brake assy - 10" surge free-backing LH
-- 40765 2 Brake assy - 10” surge free-backing RH
6 40958 1 Hub/brake drum 3500 lbs
7 40956 1 Bearing, axle outer
-- 40957 1 Bearing, race- outer axle
8 60096 24 Nut, .500-20 lug, G5
9 11280 1 Spring, leaf - 3500# axle  

10 11277 2 Bolt, U - 3500 lbs
11 40874 1 Plate, tie - axle
12 26441 4 Nut, u-bolt 1/2-20 plated
13 41302 2 Equalizer, tandem axle - 7.750 centers
14 19637 8 Plate, .3125 - shackle bracket
15 60503 14 Screw, .562-18x3.00 std hx shackle, G5
16 60504 14 Nut, .562-18 lock, G5
-- 40856 1 Axle kit - tandem hydraulic - 3500 lbs Items 1-16
17 19786 4 Wheel, ST225/75D15, bias ply
18 40819 1 Hose, brake - .188 x 60.00 male/male
19 40858 1 Brake line, formed RH
20 40857 1 Brake line, formed LH
21 40817 2 Hose, brake - .188 x 33.00 male/male
22 40818 2 Hose, brake - .188 x 12.00 male/male
23 19252 3 Fitting, T - .188 brake line - w/bracket
24 60684 5 Screw, .250-20x.875 std hex, SS
25 60166 5 Washer, M8 flat
26 60144 5 Nut, .250-20 nylock, G5
27 15626 4 Clamp, tubing - .375 lt duty
28 60375 2 Clamp, tubing - .312 lt duty
29 60231 2 Rivet, .188 dia. x .375 to .500 grip range
30 60041 2 Washer, M5 flat
-- 12460 1 Cap, wheel bearing
-- 12463 1 Brake cylinder, right
-- 12462 1 Brake cylinder, left
A 40855 1 Axle, tandem elec 3500 lbs 45SC 65TC Option: Electric brakes
B 26442 1 Assembly, electric brake 10” kit LH Option: Electric brakes
-- 26443 1 Assembly, electric brake 10” kit RH Option: Electric brakes
C 19417 1 Breakaway kit Option: Electric brakes
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FRAME COMPONENTS          
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ITEM PART QTY DESCRIPTION NOTES
1 40946B 1 Weldment, water trailer chassis Pivoting tongue
-- 41598B 1 Weldment, water trailer chassis Pivoting tongue racking
2 40953B 1 Weldment, tongue - water trailer
-- 41600B 1 Weldment, tongue - racked
3 60659 5 Screw, .500-13x5.00 std hx, G5
4 60416 22 Washer, .500 flat 1.375/.090
5 62221 12 Nut, .500-13 nylock, G5
6 40944B 1 Weldment, tongue brace
7 40945B 1 Tongue brace
8 60484 2 Screw, .500-13x2.00 std hx, G5
9 11682 1 Jack, top wind - 2000 lbs

10 14326 1 Ring, retaining
11 40947B 1 Angle, shipping support
12 60388 1 Screw, .500-13x1.500 std hex, G5
13 40529 1 Actuator, hyd. surge brake - 7500 lbs Adjustable
14 60376 5 Screw, .500-13x4.50 std hex, G5
15 60309 6 Washer, .500 flat 1.060/.090
16 23367 2 Chain, safety - 7,800 lbs rated
17 19335B 1 Coupler, lunette ring - 3.00 ID Adjustable, 20,000 lbs
18 60239 2 Screw, .625-11x5.00 std hx, G5
19 60180 4 Washer, .625 flat 1.750/.10-.16
20 60240 2 Nut, .625-11 nylock, G5
21 30248 1 Cap, actuator, sealed
A 41794 1 Coupler, 2.00 ball adjustable 7000 lbs Option: 2” ball
B 41795 1 Coupler, 2.31 ball adjustable 12500 lbs Option: Bulldog hitch
C 19519 1 Coupler, 2.31 ball for adjustable hitch Option: Adjustable hitch
33



RECOMMENDED SPARE PARTS LIST

ENGINE
Element, air cleaner - Honda GX120................................................................ 40829
Cap, fuel tank - Honda GX120 ......................................................................... 40832
Gasket, tank cap - Honda GX120..................................................................... 40833
Starter, rewind - Honda GX120......................................................................... 40837

Pump
Gasket, discharge flange - Tsurumi .................................................................. 40687
Casing, pump - Tsurumi.................................................................................... 40676
O-ring, pump casing - Tsurumi ......................................................................... 40677
Plug, pump housing - Tsurumi (with o-ring) ...................................................... 40688
O-ring, pump plug - Tsurumi ............................................................................. 40689
Impeller, pump - Tsurumi .................................................................................. 40680
Seal, inner casing - Tsurumi ............................................................................. 40683
Seal, mechanical - Tsurumi .............................................................................. 40681
Valve, check - Tsurumi...................................................................................... 11565

Tank
Cover, water tank - 16.00 ................................................................................. 40756
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