
As Generac Mobile continues to meet evolving emission regulations with 

our transition to Final Tier 4 diesel generators, we understand the unique 

challenges of customers in California. Generac Mobile 25-35kVA mobile 

diesel generators offer full featured Final Tier 4 power to meet the needs 

of most small to medium jobs and events. These generators are CARB compliant and 

are quick to deploy as they do not require Portable Equipment Registration Program 

(PERP) registration. The brake horsepower of  Generac Mobile 25-35kVA generators fall 

below the regulated threshold of 49bhp and are exempt from PERP registration. PERP 

registration can take up to 100 days to complete. Time on the jobsite is valuable – so why 

wait? Generac Mobile 25-35kVA mobile diesel generators get you powered up quickly.

25-35KVA MOBILE 
DIESEL GENERATORS
VERSATILE FINAL TIER 4 POWER THAT 
MEETS CALIFORNIA REQUIREMENTS
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NO NO NO FEATURES
•	 Final Tier 4

•	 Switchable Single / 
Three Phase

•	 CARB Compliant

•	 No PERP registration 
required

•	 Lockable enclosure
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Additional options availableSPECIFICATIONS

MDG25IF4 MDG25IF4MMG35DF4 MMG35DF4

*Assembled in the USA using 
domestic and foreign parts

Generac Mobile Products LLC
215 Power Drive, Berlin, WI 54923 

GeneracMobileProducts.com  |  800-926-9768  |  920-361-4442

Engine USA (METRIC)

Engine Make Isuzu® John Deere®

EPA Tier Final Tier 4 Final Tier 4

After-treatment 
Components

DOC DOC + DPF

HP (prime @ 1800rpm) 
(kW)

33.5 (25) 44 (33)

Displacement in3 (L) 133 (2.18) 177 (2.9)

Cylinders 4 3

Capacities

Usable Fuel gal (L) 48 (181) 100 (379)

Fuel Consumption @ 
Prime gph (Lph)

2.0 (7.4) 3.9 (14.8)

Approximate 
Run Time hrs

42.9 31

Power Ratings

3 Phase - Standby 
(kW/kVA)

25 / 31 31 / 39

Amps (480/208 V) 37 / 86 47 / 108

3 Phase - Prime (kW/kVA) 20 / 25 29 / 36

Amps (480/208 V) 30 / 70 43 / 100

1 Phase - Standby 
(kW/kVA)

25 / 25 30 / 30

Amps (240V) 104 125

1 Phase - Prime 
(kW/kVA)

20 / 20 27 / 27

Amps 83 113

Weights & Dimensions

Skid Mounted 
( L x W x H ) in (m)

70 x 35 x 48
(1.78 x 0.89 x 1.22)

95 x 39 x 65 
(2.41 x 0.99 x 1.65)

Trailered Dry
Weight lb (kg)

1977 (896) 3125 (1418)

Skidded Operating 
Weight lb (kg)

2373 (1076) 4860 (1751)

Trailer Mounted 
( L x W x H ) in (m)

129 x 53 x 65
(3.28 x 1.35 x 1.65)

152 x 58 x 83 
(3.81 x 1.45 x 2.11)

Trailered Dry
Weight lb (kg)

2246 (1018) 3725 (1690)

Trailered Operating 
Weight lb (kg)

2642 (1198) 4460 (2023)

For complete specifications, visit www.GeneracMobileProducts.com


